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BLOCK DIAGRAM OF PVI-5000-OUTD AND PVI-6000-OUTD FOR NORTH AMERICA
: | X MPPT 1 INVERTER .
. Ve o (DC/DC) BULK CAPS (DC/AQ) |
INTGH [F— — ; —— o .
E E INT - INT E ‘ .
- SN G e mpmes
N0 B 0 Y S !
! o : * - A-—~ Qo
: L g | : ( ) & n
! A L B S0
| o ; | T ' e
E E E : MPPT 2 . | E
| ' o 1 ©cpg \ |
IN2(+) [J— —1 - | |
: : IN2 : RESIDUAL CURRENT : :
. , 1 ETECTIO! ! !
IN2() [;]— —[E]_ . . _E__ . — ; : 1 :
e R i s =
-5 VERSION ! ) ! : ! ; I !
E E : E ' E RS485 |
. . | ! = —] +TR
: A . ——— B
' . i —1 RN
E E : ------------- REMOTE CONTROL E
! ! - _|: —]+R
| GROUND O —]_[E] R
! FAULT '
! DETECTION ALARM !
. io— —] NC
! S f -] NO
: 1 c
E CONTROL CIRCUIT E
Block Diagram and Efficiency Curves
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Input Side

Absolute Maximum DC Input Voltage (Vmax,ans)

Start-up DC Input Voltage (Vstar)

Operating DC Input Voltage Range (Vacmine.-Vecmax)

Rated DC Input Power (Pqc)

Number of Independent MPPT

Maximum DC Input Power for each MPPT (Pypprmax)

DC Input Voltage Range with Parallel Configuration of MPPT at P...
DC Power Limitation with Parallel Configuration of MPPT

DC Power Limitation for each MPPT with Independent
Configuration of MPPT at P..., max unbalance example

Maximum DC Input Current (lycmax) / for each MPPT (Ipprmax)
Maximum Input Short Circuit Current for each MPPT
Number of DC Inputs Pairs for each MPPT
DC Connection Type

Input Protection

Reverse Polarity protection

Input Over Voltage Protection for each MPPT - Varistor
Photovoltaic Array Isolation Control

DC Switch Rating for each MPPT (-S Version)
Output Side

AC Grid Connection Type

Rated AC Power (P.c)

Maximum AC Output Power (Pacmax)

Rated AC Grid Voltage (V.

AC\Voltage Range

Maximum AC Output Current (l.cmax)
Rated Output Frequency (f/)

Output Frequency Range (fmin...fmax)
Nominal Power Factor (Cosphi.c,)

Total Current Harmonic Distortion

AC Connection Type

Output Protection

Anti-Islanding Protection

Maximum AC Overcurrent Protection
Output Overvoltage Protection - Varistor
Operating Performance

Maximum Efficiency (nmax)

Weighted Efficiency (EURO/CEC)

Feed In Power Threshold

Stand-by Consumption

Communication

Wired Local Monitoring

Remote Monitoring

Wireless Local Monitoring

User Interface

Environmental

Ambient Temperature Range

Relative Humidity

Noise Emission

Maximum Operating Altitude without Derating
Physical

Environmental Protection Rating

Cooling

Dimension (H x W x D)

Weight

Mounting System

Safety

Isolation Level

Marking

Safety and EMC Standard

Grid Standard

Available Products Variants

With DC Switch

600V
200V (adj. 120..350V)
0.7xV,,..580V
5150 W 6180 W
2
4000 W
200..530V
Linear Derating From MAX to Null [530V<V, . <580V]

4000 W [225V<V,,,:<530V] 4000W [230V<V,,,-<530V]
the other channel: P, -4000W the other channel: P, -4000W
[90V<V, . <530V] [120V<V,,,,<530V]
36.0A/18.0A
22.0A

1
Screw Terminal Block, 3 Knock-Outs: 1 %" or 1" (w/ Ring Reducer)

Yes, from limited current source

2
GFDI (for use with either Positive or Negative Grounded Arrays)
25A/600V
208V 240V 277V 208V 240V 277V
Single phase / Split phase
5000 W 6000 W
5000 W 6000 W
208V 240V 277V 208V 240V 277V
183..228V 211..264V 244..304V 183..228V 211..264V
27.0A 23.0A 200A 300A 28.0A
60 Hz
59.3..60.5 Hz
>0.995
<2%
Screw terminal block
208V 240V 277V 208V 240V 277V
According to UL 1741/IEE1547
35.0A 30.0A 25.0A 40.0A 350A
2(L1-L2/L1-PE)
208V 240V 277V 208V 240V 277V
97.1% 97.1%
96.0% 96.5% 96.5% 96.0% 96.5%
200W
<80W

PVI-USB-RS485_232 (opt.), PVI-DESKTOP (opt.)
PVI-AEC-EVO (opt.), AURORA-UNIVERSAL (opt.)
PVI-DESKTOP (opt.) with PVI-RADIOMODULE (opt.)
16 characters x 2 lines LCD display

-25..4+60°C (-13..4+ 140°F) with derating above 50°C (122°F)
0..100% condensing
<50db(A)@ 1 m
2000 m / 6560 ft

IP 65
Natural
1052mm x 325mm x222mmm / 41.4"x 12.8"x 8.7"
<27.0kg/59.51b
Wall bracket

Transformerless
cCSAus
UL 1741, CSA-C22.2N.107.1-01
IEEE 1547

PVI-5000-OUTD-US PVI-6000-OUTD-US

244..304V
240A

30.0A

96.5%



WWW.power-one.com

Power-One Renewable Energy Worldwide Sales Offices

Country Name/Region
Australia Asia Pacific
China Asia Pacific
Singapore Asia Pacific
France Europe
Germany Europe

Italy Europe

Spain Europe
United Kingdom Europe

Dubai Middle East
Canada North America
USA East North America
USA Central North America
USA West North America
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Telephone
+61297353111

+86 755 2988 5888 ext.5588
+65 6896 3363

00 800 00287672 Choix n°4
+49 7641 955 2020

+39 0559195 396

+34 629253564

+44 1903 823 323

+971 50100 4142

+1877 261-1374

+1877 261-1374

+1877 261-1374

+1877 261-1374

Email
sales.australia@power-one.com
sales.china@power-one.com
sales.singapore@power-one.com
sales.france@power-one.com
sales.germany@power-one.com
sales.italy@power-one.com
sales.spain@power-one.com
sales.UK@power-one.com
sales.dubai@power-one.com
sales.canada@power-one.com
sales.usaeast@power-one.com
sales.usacentral@power-one.com
sales.usawest@power-one.com




